12. SE-LL25

SPECIFICATIONS
B 7 [ A R s TR L e e “‘Open-air’’ stereo headphones
ST | o e O S s P e e e oo el S iy 1-1/2" (3.8cm) dynamic type
FEaTerrs b o e IS R el S o e e P I A 882
Matehing InPetanen . 5 i e T e 2T L a v i 4 to 1682
Froquency raspionge o i sas 58 e snte s e aia i 20 to 20,000 Hz
Efflclenoi oy s o 05 inin sty e sl LR s 109dB/0.4V
MaXimum: IGPUT POWET . ieie v sy fraie e e e s e 30mW (each channe!)
Contection=oord s -0 e s s asis e 9.8 feet (3m), with standard 3-P
headphone plug
LT | R A SRRNB s ST e s 6 oz (160g) (without cord)
NOTE:

Specifications and the design subject to possible modification without notice
due to improvements.

PARTS LIST
Key No. Description Part No.
1 Speaker 38-705F
2 Speaker Cover SXC-039-0
3 Ring {Quter) SNK-028-0
4 Ring (Inner) SNK-021-0
5 Spring for Speaker Maounting SBK-001-0
6 3-P Plug with Cord SKM-002-0
7 Band Assembly SXC-066-0
8 Resistor SCN-001-0
9 Bow (L} SXC-067-0
10 Bow (R) SXC-068-0
1 Bow Retainer (L) SNK-044-0
12 Bow Retainer (R) SNK-045-0
13 Model Name Plate (L)
14 Model Name Plate (R)
15 Nut (A) SBN-001-0
16 Nut (B} SBN-002-0
17 Ear Pad SXC-038-0
Packing Case SHG-023-A
Decorated Package SHF-007-0
Operating Guide | SRB-024-0 I
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